Power Factor Correction (PFC) converters are widely used in engineering. A classical PFC control circuit employs two complicated feedback control loops and a multiplier, while the One-Cycle-Controlled (OCC) PFC converter has a simple control circuit. In OCC PFC converters, the voltage loop is implemented with a PID control and the multiplier is not needed. Although linear theory is used in designing the OCC PFC converter control circuit, it cannot be used in predicting non-linear phenomena in the converter. In this paper, a non-linear model of the OCC PFC Boost converter is proposed based on the double averaging method. The line frequency instability of the converter is predicted by studying the DC component, the first harmonic component and the second harmonic component of the main circuit and the control circuit. The effect of the input voltage and the output capacitance on the stability of the converter is studied. The correctness of the proposed model is verified with numerical simulations and experimental measurements.
Introduction
Power Factor Correction (PFC) plays an important role in electrical engineering [1] . A PFC converter takes AC voltage as its input and outputs DC voltage. Different from traditional diode rectifiers, a PFC converter in average current mode has a high power factor. In electrical engineering, the average current mode Boost PFC converter is widely used. Although the topology of the Boost PFC is simple, the control circuit is complicated [2] [3] [4] . The control circuit consists of two loops. The first is the current control loop, with the aim of forcing the inductor current to be in the same phase as the reference. The second loop is the voltage control loop. The design of the voltage control loop is of great importance because its main objective is achieving a stable system and a near unity power factor [4] . The dynamics of the PFC converter depends on these two control loops. The traditional implementation for the PFC converter requires a multiplier, whose output is the reference current added to the current control loop. The existence of the multiplier increases the control complexity. The dynamics of the PFC converter has interested many researchers and some non-linear phenomena have been observed in the last few years [5] [6] [7] [8] [9] [10] [11] [12] [13] . In general, there are two kinds of non-linear dynamics in the PFC converter. The first is the so-called switching frequency instability, which is mainly the
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The OCC Boost PFC Converter and Its Control Circuit
The OCC Boost PFC converter consists of a diode rectifier and a boost converter, as shown in Figure 1 . In some applications, the load of the PFC converter is another DC-DC converter. In this paper, the load of the PFC converter is a resistor, because the emphasis of this paper is on the non-linear dynamics of the PFC converter. The control circuit in Figure 1 is equivalent to a commercial control IC IR1150, which is used to verify the theoretical results in this paper. Apparently, this control circuit has fewer resistors and capacitors than the traditional average current mode PFC converter, where both the current loop and the voltage loop have at least one resistor and one capacitor. The output of the converter is divided by R f 1 and R f 2 . The divided voltage is connected to the input of an Operational Amplifier (OA), whose other input is the reference V re f . In IR1150, the OA is a trans-conductance type amplifier. The output of the OA is v m , which is the input to a resettable integrator. The output of the integrator is compared with another voltage composed of v m and the voltage across the current sense resistor R s1 . The integrator is reset by the output Q of the flip-flop. The sensed voltage is amplified by a DC gain G DC = 2.5. The operation of the control circuit is described here. In the beginning of every switching period T s , the clock sets the flip-flop and the output Q of the flip-flop turns on the switch S. At the same time, the integrator outputs the value of the integral of its input signal. When the output of the integrator exceeds the sum of v m and the sensed voltage, the comparator resets the flip-flop and the output Q turns off the switch S. Therefore, the diode D turns on. Furthermore, the output Q resets the integrator until the next clock signal. Furthermore, the output Q resets the integrator until the next clock signal.
Output of the integrator dTs Ts Figure 1 . Circuit diagram of the OCC Boost PFC converter and its operating principle.
The OCC Boost PFC Converter Model
In this paper, the line frequency dynamics are studied. Therefore, the method of double averaging is adopted. The method is composed of two averaging processes. The first averaging is applied to the switching period [16] [17] [18] [19] [20] [21] [22] . The converter has two topology structures during one switching period, and is described by:
By averaging over one switching period, one obtains the following:
From Equation (2), we obtain:
It is important to note that the dynamics of the inductor during one switching period can be omitted when the converter operates stably. Therefore, one has 
It is important to note that the dynamics of the inductor during one switching period can be omitted when the converter operates stably. Therefore, one has
Based on the operating principle of the converter [3] [4] [5] [6] [7] [8] , one has: where:
From Equations (5) and (6), we can obtain:
It is important to note that v in = V m |sin ω m t|. Substituting Equation (7) into (4), we obtain:
On the other hand, the control loop includes the OA. Figure 1 provides the following transfer function of the OA:
As C z C p , Equation (9) can be written as:
Therefore, the voltage control loop in Figure 1 is described by:
where g m is the trans-conductance of the amplifier. From Figure 1 , one has:
Therefore, the OCC Boost PFC converter is described by:
where
The next step is applying the second averaging for Equation (13) . The second averaging involves taking the moving average over the main period. For any variable u(t) in Equation (13), we have the following expression based on Fourier analysis [23] :
It is important to note that u −1 = u * 1 , u −2 = u * 2 , where * stands for complex conjugate. Taking the second averaging on Equation (13) based on Equation (14) and Equations (A1)-(A5) in Appendix A, one has:
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Equations (16)- (21) describe the DC component, the first harmonic component and the second harmonic component of the main circuit and the control circuit, respectively.
Stability of the OCC Boost PFC Converter
The stability of the OCC Boost PFC converter was studied based on Equations (16)- (21). To do this, the DC component, the first harmonic component and the second harmonic component are studied.
The First Harmonic Component
We obtain the steady-state solution by making all time-derivatives in Equations (16)- (21) equal to zero. Therefore, Equation (17) becomes:
Considering the real and imaginary part of Equation (22), one has:
Equation (23) has another form, which is the following:
By making all time derivatives in Equation (20) equal to zero, one has:
Considering the real and imaginary part of Equation (25), one obtains:
Equation (26) can be written as:
Equations (24) and (27) describe the transfer function of the first harmonic component in the main circuit and the control circuit of the converter, respectively. By integrating them, one has the total transfer function as follows:
One needs the DC component and the second harmonic component before studying Equation (28).
The DC Component and the Second Harmonic Component
The DC component and the second harmonic component are computed from Equations (16) and (18) . It is important to note that the first harmonic component is smaller than the DC component and the second harmonic component in Equations (16) and (18) . Therefore, one has:
Equations (19), (21), (29) and (30) form the model describing the DC component and the second harmonic component. By making all time-derivatives in those four equations equal to zero, one obtains:
From Equations (31)-(34), one obtains the DC component and the second harmonic component. The steady-state value of the DC component is:
When Equation (35) is satisfied, the second harmonic component is zero. Now we can study Equation (28).
Stability of the OCC Boost PFC Converter
Based on the DC component and the second harmonic component computed in Section 3.2, one can simplify Equation (28) into:
It is important to note that M in (36) is the round-trip signal transfer function of the first harmonic component. When all eigenvalues of M are less than 1, the first harmonic component converges to zero. At the same time, the DC component and the second harmonic component are almost constant, as shown in Section 3.2 and Figure 2 . Therefore the converter operates in a stable manner. When the absolute values of one eigenvalue of M is more than 1, the first harmonic component does not converge to zero. The converter begins to exhibit period-doubling bifurcation at the line frequency [24] . Therefore, the criterion of the stability of the converter is the eigenvalues of matrix M.
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Non-Linear Phenomena of the OCC Boost PFC Converter
To verify the above-mentioned theory, simulations and experiments are conducted. The same circuit topology is adopted (Figure 1 ). The parameters in the converter are shown in Table 1 , unless otherwise specified. 
To verify the above-mentioned theory, simulations and experiments are conducted. The same circuit topology is adopted (Figure 1 ). The parameters in the converter are shown in Table 1 , unless otherwise specified. In the converter, the input voltage and the output capacitance are two important parameters, which are selected in the design process. In this paper, the effect of these parameters on the non-linear phenomena of the converter is studied. Figure 3 shows the stability boundaries obtained from theoretical calculation based on Equation (36) and simulation experiment. From Figure 3 , we have the following conclusions.
1.
The effect of the input voltage on the stability of the converter. Figure 3 shows that when the capacitance is fixed and the input voltage increases, the converter may lose stability.
2.
The effect of the output capacitance on the stability of the converter. Figure 3 shows that when the input voltage is increased, a larger output capacitance is needed in order to assure stable operation of the converter. This result is important because a larger output capacitance affects the dynamic performance of the converter.
3.
The difference between the two boundaries lies in the fact that some approximations are taken in the analysis, and only the first and the second harmonic components are taken into consideration. 
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In the converter, the input voltage and the output capacitance are two important parameters, which are selected in the design process. In this paper, the effect of these parameters on the non-linear phenomena of the converter is studied. Figure 3 shows the stability boundaries obtained from theoretical calculation based on Equation (36) and simulation experiment. From Figure 3 , we have the following conclusions.
1. The effect of the input voltage on the stability of the converter. Figure 3 shows that when the capacitance is fixed and the input voltage increases, the converter may lose stability. 2. The effect of the output capacitance on the stability of the converter. Figure 3 shows that when the input voltage is increased, a larger output capacitance is needed in order to assure stable operation of the converter. This result is important because a larger output capacitance affects the dynamic performance of the converter. 3. The difference between the two boundaries lies in the fact that some approximations are taken in the analysis, and only the first and the second harmonic components are taken into consideration. Figure 4 , the converter operate stably. In Figure 5 , the converter exhibits line frequency instability as a result Figure 4 , the converter operate stably. In Figure 5 , the converter exhibits line frequency instability as a result of the period-doubling bifurcation at the line frequency. The instability reduces the power factor of the converter to be considerably lower than 1. If the input voltage increases further, the converter may exhibit chaotic phenomena. 
Experimental Verifications
To verify the line frequency instability from the theoretical analysis, an experimental circuit prototype was implemented using IR1150 (Infineon Technologies AG, Neubiberg, Germany), which is a classical OCC Boost PFC IC. In our experiment, the circuit parameters are identical to the above theoretical analysis. The current probe (FLUKE i5s, Everett, WA, USA) AC (400 mV/A) current clamp is used to detect the line current. The input voltage, the inductor current and the output , respectively. In Figure 6 , the converter operates in a stable manner and the frequencies of the period-doubling bifurcation at the line frequency. The instability reduces the power factor of the converter to be considerably lower than 1. If the input voltage increases further, the converter may exhibit chaotic phenomena. 
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To verify the line frequency instability from the theoretical analysis, an experimental circuit prototype was implemented using IR1150 (Infineon Technologies AG, Neubiberg, Germany), which is a classical OCC Boost PFC IC. In our experiment, the circuit parameters are identical to the above theoretical analysis. The current probe (FLUKE i5s, Everett, WA, USA) AC (400 mV/A) current clamp is used to detect the line current. The input voltage, the inductor current and the output voltage (AC coupling) are shown in Figures 6 and 7 when the input voltage V m = 40 V and V m = 68 V, respectively. In Figure 6 , the converter operates in a stable manner and the frequencies of all waveforms are 100 Hz. In Figure 7 , the converter exhibits period-doubling phenomena. Furthermore, the first harmonic frequency of the inductor current and the output voltage ripple are 50 Hz, which is half of the rectified AC voltage. As shown in Figures 6 and 7 , the experimental results are consistent with the analytical results. It is important to note that when the PFC converter exhibits period-doubling bifurcation, the voltage ripple of the output voltage is larger compared with the normal operation. This value is important for the performance and lifetime of a electrolytic capacitor.
Furthermore, the first harmonic frequency of the inductor current and the output voltage ripple are 50 Hz, which is half of the rectified AC voltage. As shown in Figures 6 and 7 , the experimental results are consistent with the analytical results. It is important to note that when the PFC converter exhibits period-doubling bifurcation, the voltage ripple of the output voltage is larger compared with the normal operation. This value is important for the performance and lifetime of a electrolytic capacitor. 
Conclusions
The OCC PFC converters have a simpler control circuit compared to the traditional averaged current mode PFC converters. In this paper, the method of double averaging was adopted to study the dynamics of an OCC Boost PFC converter. The first averaging is applied to the switching period, and the second averaging is applied to the line period. We derived the round-trip signal transfer 50 Hz, which is half of the rectified AC voltage. As shown in Figures 6 and 7 , the experimental results are consistent with the analytical results. It is important to note that when the PFC converter exhibits period-doubling bifurcation, the voltage ripple of the output voltage is larger compared with the normal operation. This value is important for the performance and lifetime of a electrolytic capacitor. 
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The OCC PFC converters have a simpler control circuit compared to the traditional averaged current mode PFC converters. In this paper, the method of double averaging was adopted to study the dynamics of an OCC Boost PFC converter. The first averaging is applied to the switching period, and the second averaging is applied to the line period. We derived the round-trip signal transfer function of the first harmonic component in the converter, and the stability of the converter is decided by the eigenvalues of the round-trip signal transfer function. By calculating the eigenvalues, we gave theoretical prediction of the stability of the converter under different output capacitors. Simulation and experimental results verified theoretical prediction. The method of double averaging can predict nonlinear phenomena which traditional method cannot predict. It is important to note that when the OCC PFC converter exhibits line frequency instabilities, the power factor decreases dramatically. Therefore, theoretical analysis in this paper is of great importance in designing the OCC PFC converter.
